
Height adjustment ranges for Grad decking
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Up+
Boosters

Quantity
(per pair)

0 1 2 3 4 5 6

Top+
Stabilisers

Quantity (per unit)
0 2 2 3 3 4

PR
24

Pedestals and acc.+ 
Rail : 24 mm 

Clip base : 6 mm
65 mm 85 mm

Not compatible

+ 21-mm-board 86 mm 106 mm

PR
39

Pedestals and acc. + 
Rail : 39 mm 

Clip base : 6 mm
80 mm 100 mm 101 mm 145 mm 146 mm 190 mm 191 mm 235 mm 236 mm 244 mm 245 mm 280 mm 281 mm 294 mm 295 mm 325 mm 326 mm 361 mm 362 mm 370 mm

+ 21-mm-board 101 mm 121 mm 122 mm 166 mm 167 mm 211 mm 212 mm 256 mm 257 mm 265 mm 266 mm 301 mm 302 mm 315 mm 316 mm 346 mm 347 mm 382 mm 383 mm 391 mm

PR
56

Pedestals and acc.+ 
Rail : 56 mm 

Clip base : 6 mm
97 mm 117 mm 118 mm 162 mm 163 mm 207 mm 208 mm 252 mm 253 mm 261 mm 262 mm 297 mm 298 mm 311 mm 312 mm 342 mm 343 mm 378 mm 379 mm 387 mm

+ 21-mm-board 118 mm 138 mm 139 mm 183 mm 184 mm 228 mm 229 mm 273 mm 274 mm 282 mm 283 mm 318 mm 319 mm 332 mm 333 mm 363 mm 364 mm 399 mm 400 mm 408 mm

Pedestal base min. height 35 mm

Pedestal base max. height 55 mm

Booster UP+ height 45 mm

PR24 height including clip base 30 mm

PR39 - height including clip base 45 mm

PR56 - height including clip base 62 mm

Board thickness* 21 mm

Mini Rails, Start Rails and Flat Rails are non-
load bearing and not compatible with Grad 
pedestals and accessories. 
 
This table shows heights without decking 
boards and heights with 21-mm decking boards. 
 
*Other boards thicknesses are compatible.
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